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(d) The following are exempt from
the requirements of this section:

(1) Each owner or operator of each af-
fected facility which stores petroleum
liquids with a Reid vapor pressure of
less than 6.9 kPa (1.0 psia) provided the
maximum true vapor pressure does not
exceed 6.9 kPa (1.0 psia).

(2) Each owner or operator of each af-
fected facility equipped with a vapor
recovery and return or disposal system
in accordance with the requirements of
§ 60.112.

[45 FR 23379, Apr. 4, 1980]

Subpart Ka—Standards of Per-
formance for Storage Vessels
for Petroleum Liquids for
Which Construction, Recon-
struction, or Modification
Commenced After May 18,
1978, and Prior to July 23,
1984

§ 60.110a Applicability and designation
of affected facility.

(a) Except as provided in paragraph
(b) of this section, the affected facility
to which this subpart applies is each
storage vessel for petroleum liquids
which has a storage capacity greater
than 151,416 liters (40,000 gallons) and
for which construction is commenced
after May 18, 1978.

(b) Each petroleum liquid storage
vessel with a capacity of less than
1,589,873 liters (420,000 gallons) used for
petroleum or condensate stored, proc-
essed, or treated prior to custody
transfer is not an affected facility and,
therefore, is exempt from the require-
ments of this subpart.

[45 FR 23379, Apr. 4, 1980]

§ 60.111a Definitions.

In addition to the terms and their
definitions listed in the Act and sub-
part A of this part the following defini-
tions apply in this subpart:

(a) Storage vessel means each tank,
reservoir, or container used for the
storage of petroleum liquids, but does
not include:

(1) Pressure vessels which are de-
signed to operate in excess of 204.9 kPa
(15 psig) without emissions to the at-

mosphere except under emergency con-
ditions.

(2) Subsurface caverns or porous rock
reservoirs, or

(3) Underground tanks if the total
volume of petroleum liquids added to
and taken from a tank annually does
not exceed twice the volume of the
tank.

(b) Petroleum liquids means petro-
leum, condensate, and any finished or
intermediate products manufactured in
a petroleum refinery but does not mean
Nos. 2 through 6 fuel oils as specified in
ASTM D396–78, gas turbine fuel oils
Nos. 2–GT through 4–GT as specified in
ASTM D2880–78, gas turbine fuel oils
Nos. 2–GT through 4–GT as specified in
ASTM D2880–78, or diesel fuel oils Nos.
2–D and 4–D as specified in ASTM D975–
78. (These three methods are incor-
porated by reference—see § 60.17.)

(c) Petroleum refinery means each fa-
cility engaged in producing gasoline,
kerosene, distillate fuel oils, residual
fuel oils, lubricants, or other products
through distillation of petroleum or
through redistillation, cracking, ex-
tracting, or reforming of unfinished pe-
troleum derivatives.

(d) Petroleum means the crude oil re-
moved from the earth and the oils de-
rived from tar sands, shale, and coal.

(e) Condensate means hydrocarbon
liquid separated from natural gas
which condenses due to changes in the
temperature or pressure, or both, and
remains liquid at standard conditions.

(f) True vapor pressure means the
equilibrium partial pressure exerted by
a petroleum liquid such as determined
in accordance with methods described
in American Petroleum Institute Bul-
letin 2517, Evaporation Loss from Ex-
ternal Floating-Roof Tanks, Second
Edition, February 1980 (incorporated by
reference—see § 60.17).

(g) Reid vapor pressure is the absolute
vapor pressure of volatile crude oil and
nonviscous petroleum liquids, except
liquified petroleum gases, as deter-
mined by ASTM D323–82 (incorporated
by reference—see § 60.17).

(h) Liquid-mounted seal means a foam
or liquid-filled primary seal mounted
in contact with the liquid between the
tank wall and the floating roof con-
tinuously around the circumference of
the tank.
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